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GENERAL NOTES, ABBREVIATIONS, LEGENDS AND SYMBOLS

(ALL SYMBOLS SHOWN ARE NOT NECESSARILY USED ON THE DRAWINGS)

ADD’L — ADDITIONAL

& — AND _ MANHOLE @ — PKNAIL

ASPH — ASPHALT

gsswr - ﬁ?SEMBLY _ CATCH BASIN @ - RAILROAD SPIKE

BH — BULKHEAD

BM  — BENGH MARK —  HYDRANT E —  ELECTRICAL BOX
BMP — BEST MANAGEMENT PRACTICE

BR  — BRICK - VALVE —  ELECTRICAL MANHOLE
CB  — CATCH BASIN

C/C — CENTER TO CENTER —  LIGHT POLE

CCTV — CLOSED CIRCUIT TELEVISING

- BORING LOCATION

¢ — CENTERLINE —  TELEPHONE POLE

Cl — CAST IRON G GAS
CIRC — CIRCULAR — POWER POLE

CLR — CLEAR

C.J. — CONSTRUCTION JOINT _  UTILITY POLE W WATER

CPP — CORRUGATED PLASTIC PIPE
CTR — CENTER

CONC — CONCRETE

CWD — CLEVELAND WATER DEPARTMENT

LIGHT & POWER POLE

OVERHEAD ELECTRIC/

—OHE/T—  TELEPHONE

DIA.  — DIAMETER —  TELEPHONE & POWER POLE — SAN—  SANITARY SEWER
DIM — DIMENSION
DIP — DUCTILE IRON PIPE
> e —  TELEPHONE & LIGHT POLE ST STORM SEWER
FLEV. — ELEVATION
—  GUY ANCHOR

EC-)‘B _ EI:IEDVAC-)FII-'OI\IIBORING P/ PROPERTY LINE
0 — FQUAL — SIGN (1 POST)
EST  — ESTIMATED —R/W—  RIGHT—OF— WAY LINE
EXIST/EX — EXISTING —  SIGN (2 POST)
FD — FOUND

E UNDERGROUND
F.F. = FIRST FLOOR —  SANITARY MANHOLE ELECTRIC

GPM — GALLONS PER MINUTE
HORIZ — HORIZONTAL

LP. — IRON PIN SURVEYOR'S NOTES

.P.F. — IRON PIN FOUND _  STORM INLET/ CATCH BASIN

iTEo _ E(A?\I/CITENFORCEMENT N HORIZONTAL DATUM IS OHIO STATE PLANE,
- NORTH ZONE NAD83(2011) U.S. FEET.

LF  — LINEAR FOOT cB] —  STORM INLET/ CATCH BASIN VERTICAL DATUM IS NAVD 1988 U.S. FEET.

LONG. — LONGITUDINAL

LSM—CDF — LOW STRENGTH MORTAR — CONTROLED DENSITY FILL

PROPERTY LINES ARE FROM A TAX MAP

- VENT PIPE
MAG — MAGNETIC NAIL OVERLAY. NO BOUNDARY SURVEYS HAVE BEEN
MAX  — MAXIMUM PERFORMED.
MIN  — MINIMUM THIS MAP AND THE SURVEY ON WHICH IT IS

MOT — MAINTENANCE OF TRAFFIC
N/A — NOT APPLICABLE

POST (ROUND)

BASED HAVE BEEN PREPARED WITHOUT THE
BENEFIT OF TITLE REPORT AND ARE NOT

NO. — NUMBER _  TREE INTENDED TO REFLECT ALL EASEMENTS,
OC — ON CENTER ENCUMBRANCES, OR OTHER CIRCUMSTANCES
0.D. — OUTSIDE DIAMETER AFFECTING THE TITLE TO THE PROPERTY SHOWN
O/H E— OVERHEAD ELECTRIC _  ROCK HEREON.

+ — PLUS OR MINUS

R — PROPERTY LINE/PLATE

PCF — POUNDS PER CUBIC FOOT —  BOLLARD GENERAL NOTES

PSF — POUNDS PER SQUARE FOOT

PVC  — POLYVINYL CHLORIDE —  SHRUB CONTRACTOR SHALL RESTORE ALL EXISTING

RCP  — REINFORCED CONCRETE PIPE FEATURES DISTURBED DURING THE COURSE OF
R/W ROW — RIGHT—OF—WAY —  BENCH MARK CONSTRUCTION INCLUDING BUT NOT LIMITED TO

SAN/SN — SANITARY SEWER

5 ©800-X+000C) ° - B@®@O®] b ~moregeyesysye oD [ O

ROADWAYS, CURBING, SIGNAGE, FENCING, GUARD

X: \Projects\2026\2622\505400 Stark County Fry F\O1

SHT. — SHEET RAILS, MAILBOXES, SIDEWALKS AND GRASSED
SM  — SIMILAR —  CHISELED BENCH MARK AREAS TO CONDITIONS EXISTING PRIOR TO
3 — SPRINGLINE START OF WORK, OR BETTER, UNLESS
SPA. — SPACES OR SPACING —  MONUMENT BOX OTHERWISE NOTED ON DRAWINGS.
SSMH — SANITARY MANHOLE
ST — STORM SEWER - IRON PIN/PIPE FOUND SOIL AND OTHER MATERIALS SHALL BE STORED
STA. — STATION AWAY FROM THE DRIPLINE OF TREES.
STD — STANDARD - IRON PIN/MAGNETIC NAIL SET
STMH — STORM MANHOLE / EXISTING CONDITIONS ARE SHOWN LIGHTLY
= S e HHGES, ORI
T/= — TOP OF :
UNO : UNLESS ‘NOTED OTHERWISE - DRILL HOLE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING
P TYPICAL DIMENSIONS AND CONDITIONS
VCP — VITRIFIED CLAY PIPE :
VERT — VERTICAL — MAILBOX
W/WAT — WATER
W/  — WITH
W. — WEST
WP — WORK POINT
WARNING
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GENERAL NOTES:

2023 SPECIFICATIONS

THE STANDARD SPECIFICATIONS OF THE STATE OF OHIO, DEPARTMENT
OF TRANSPORTATION, INCLUDING SUPPLEMENTAL SPECIFICATIONS LISTED
IN THE PLANS AND CHANGES LISTED IN THE CONTRACT, SHALL GOVERN
THIS IMPROVEMENT, UNLESS NOTED OTHERWISE.

CONTINGENCY QUANTITIES

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK
FOR LISTED ITEMS DESIGNATED BY PLAN NOTE TO BE USED “AS
DIRECTED BY THE COUNTY” OR AS “CONTINGENCY” UNLESS AUTHORIZED
BY STARK PARKS. THE ACTUAL WORK LOCATIONS AND QUANTITIES USED
AT THE PARK DISTRICT'S DISCRETION SHALL BE MADE A MATTER OF
RECORD BY INCORPORATION INTO THE FINAL CHANGE ORDER GOVERNING
THE COMPLETION OF THIS PROJECT.

STATIONING AND LOCATIONS

LOCATIONS INDICATED ON THESE PLANS ARE APPROXIMATE, ALL
LOCATIONS AND ITEMS CALLED OUT ARE SUBJECT TO ADJUSTMENT IN
THE FIELD AS DIRECTED BY STARK COUNTY PARK DISTRICT.

NOTIFICATION
THE CONTRACTOR SHALL NOTIFY IN WRITING THE FOLLOWING AGENCIES
AT LEAST ONE WEEK PRIOR TO THE START OF CONSTRUCTION.

e THE STARK COUNTY PARK DISTRICT

SITE PREPARATION

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGE TO
EXISTING UTILITIES, BUILDINGS, ROADWAYS, STRUCTURES AND OTHER SITE
CONDITIONS RESULTING FROM HIS WORK. ALL DAMAGED OR DISTURBED
ITEMS SHALL BE RESTORED TO PRE—CONSTRUCTION CONDITIONS OR PER
THE PROJECT DRAWINGS, AT THE CONTRACTOR'S EXPENSE TO THE
SATISFACTION OF THE STARK COUNTY PARK DISTRICT.

CONSTRUCTION LAYOUT STAKING & AS—BUILTS

THE CONTRACTOR SHALL PROCURE THE SERVICES OF A SURVEYOR
REGISTERED IN THE STATE OF OHIO TO PROVIDE CONSTRUCTION LAYOUT
STAKING, MONUMENT REPLACEMENT, AND SIGNED AND SEALED AS—BUILT
DRAWINGS FOR ALL UTILITY CONSTRUCTION.

CONSTRUCTION NOISE

ACTIVITIES AND LAND USE ADJACENT TO THIS PROJECT MAY BE
AFFECTED BY CONSTRUCTION NOISE. IN ORDER TO MINIMIZE ANY
ADVERSE NOISE IMPACTS, THE OPERATION OF ANY TOOLS OR
EQUIPMENT USED IN CONSTRUCTION, DRILLING, OR DEMOLITION SHALL

NOT BE OPERATED BETWEEN THE HOURS OF 9:00PM AND 7:00AM (THE
FOLLOWING DAY) ON WEEKDAYS, BETWEEN 8:00PM (SATURDAYS) AND
10: 00AM (SUNDAYS), OR BETWEEN 8:00PM (SUNDAYS) AND 9: 00AM

(MONDAYS). CONTRACTOR SHALL OBTAIN WRITTEN PERMISSION FROM THE
STARK COUNTY PARKS DISTRICT TO PERFORM WORK DURING HOURS
OUTSIDE OF THE PERMITTED TIMES.

CONSTRUCTION NOTES

1. ALL ELEVATIONS SHOWN ON THESE PLANS ARE IN FEET AND
DECIMAL PARTS THEREOF ABOVE THE U.S.G.S. DATUM PLANE.

2. IN THE EVENT OF A CONFLICT BETWEEN THE DETAILED
SPECIFICATIONS AND THE PLANS, THE DETAILED SPECIFICATIONS
SHALL GOVERN.

5. NO FLY ASH OR SLAG SHALL BE USED IN BACKFILL.
4. NO FLY ASH SHALL BE USED IN ANY CONCRETE.

5. THE CONTRACTOR SHALL RESTORE, AND SEED AND MULCH ALL
DISTURBED AREAS.

6. ANY ITEM, SUCH AS PAVEMENT, UTILITIES, SIDEWALKS, DRIVES,
WALLS, SPRINKLER SYSTEMS, FENCES, LANDSCAPE ELEMENTS,
BOLLARDS, PIPES OR DITCHES THAT HAS BEEN DAMAGED OR
DISTURBED DUE TO CONSTRUCTION WILL BE REPLACED IN KIND AS
DIRECTED BY THE COUNTY AT THE COST OF THE CONTRACTOR, AND
INCLUDED IN UNIT PRICE BID FOR VARIOUS ITEMS OF WORK AND NO
SEPARATE MEASUREMENT OR PAYMENT SHALL BE MADE. THE
CONTRACTOR SHALL INSPECT THE SITE LOCATION PRIOR TO
SUBMITTING A BID AND DETERMINE SURFACE FEATURES WHICH MAY
BE DAMAGED OR DISTURBED BY THE NEW WORK.

7. THE CONTRACTOR’S ATTENTION IS DIRECTED TO THE PROVISIONS
RELATED TO PUBLIC IMPROVEMENTS IN SECTION 153.64 OF THE OHIO
REVISED CODE. UTILITIES ARE SHOWN FROM RECORD INFORMATION
AND ABOVE GROUND OBSERVATION ONLY. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR CONTACTING O.U.P.S. AND OTHER OWNERS OF
UNDERGROUND UTILITIES IN THE VICINITY OF ANY WORK. THE
CONTRACTOR SHALL FIELD VERIFY ALL EXISTING UTILITY INVERTS
AND CLEARANCES PRIOR TO THE START OF CONSTRUCTION.

8. CONCRETE SHALL NOT BE PLACED ON ANY SURFACE THAT HAS
FROST OR ICE. THE CONTRACTOR SHALL PROTECT ALL FRESHLY
POURED CONCRETE WITH VISQUEEN AND BLANKETS TO ENSURE
PROPER CURING TEMPERATURE.

9. THE CONTRACTOR SHALL SUPPORT ALL EXISTING UTILITIES AND
EXISTING SERVICE CONNECTIONS DURING CONSTRUCTION. ALL
EXISTING UTILITY AND/OR SERVICE CONNECTIONS WHICH ARE
DAMAGED AS A RESULT OF THIS PROJECT SHALL BE REPAIRED AND
RESTORED. THERE WILL BE NO EXTRA PAYMENT FOR ABOVE WORK.

10. ALL PUBLICLY OWNED EXISTING OVERHEAD, SURFACE OR
SUBSURFACE STRUCTURES AND PIPES, TOGETHER WITH ALL
APPURTENANCES AND SERVICE CONNECTIONS, EXCEPT THOSE
OTHERWISE PROVIDED FOR HEREIN, ENCOUNTERED OR AFFECTED IN
ANY WAY DURING CONSTRUCTION OF ANY WORK UNDER THIS
CONTRACT, SHALL BE MAINTAINED IN SERVICE BY THE CONTRACTOR
AT ALL TIMES UNLESS OTHER ARRANGEMENTS, SATISFACTORY TO
THE AUTHORITY RESPONSIBLE FOR THEIR OPERATION, ARE MADE
WITH SUCH AUTHORITY. THE COST OF THIS WORK SHALL BE
INCLUDED IN THE PRICE BID FOR VARIOUS ITEMS OF WORK. THE
CONTRACTOR SHALL GIVE ADVANCE WRITTEN NOTICE TO THE OWNERS
OF SUCH EXISTING STRUCTURES AND/OR UTILITY LINES IN TIME TO
PERMIT SUCH OWNERS TO COOPERATE IN PROTECTING AND/OR

MARKING THEIR RESPECTIVE STRUCTURES AND/OR UTILITY LINES.

11. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL REQUIRED
PERMITS.

12. ANY DEFECTS IN THE CONSTRUCTION, INCLUDING MATERIALS OR
WORKMANSHIP SHALL BE REPLACED OR CORRECTED BY REMOVAL
AND REPLACEMENT, OR BY OTHER APPROVED METHODS PRIOR TO
ACCEPTANCE BY THE OWNER AT NO ADDITIONAL COST.

13. THE CONTRACTOR SHALL COMPLY WITH THE OCCUPATIONAL SAFETY
AND HEALTH ACT 1970.

14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION
LAYOUT STAKES IN ACCORDANCE WITH THE PLANS AND
SPECIFICATIONS.

15. EXISTING UTILITY LOCATIONS ARE SHOWN FROM RECORD INFORMATION
ONLY. THIS MAY OR MAY NOT BE COMPLETE. THE CONTRACTOR
SHALL CONTACT O.U.P.S. AND O.G.P.U.P.S. AND FIELD VERIFY ALL
EXISTING UTILITIES PRIOR TO THE START OF CONSTRUCTION. THE
PROTECTION OF ALL UTILITIES AND STRUCTURES SHOWN OR NOT
SHOWN ON THE PLANS IS THE RESPONSIBILITY OF THE CONTRACTOR.
SHOULD ANY EXISTING UTILITIES OR STRUCTURES BE DAMAGED BY
THE CONTRACTOR, HE SHALL MAKE ALL REPAIRS AND PAY ALL
COSTS FOR REPAIRS, INCLUDING SURFACE RESTORATION, TO THE
SATISFACTION OF OWNER OF THE DAMAGED UTILITY.

16. IT IS THE OBLIGATION AND THE RESPONSIBILITY OF THE CONTRACTOR
TO MAKE HIS OWN INVESTIGATION OF SUBSURFACE CONDITIONS
PRIOR TO SUBMITTING HIS BID.

17. CONTRACTOR SHALL RESTORE ALL EXISTING FEATURES DISTURBED
DURING THE COURSE OF CONSTRUCTION INCLUDING BUT NOT LIMITED
TO ROADWAYS, CURBING, SIGNAGE, FENCING, GUARD RAILS,
MAILBOXES, SIDEWALKS AND GRASSED AREAS TO CONDITIONS
EXISTING PRIOR TO START OF WORK UNLESS OTHERWISE NOTED ON
DRAWINGS.

18. SOIL AND OTHER MATERIALS SHALL BE STORED AWAY FROM THE
DRIPLINE OF TREES.

19. EXISTING CONDITIONS ARE SHOWN LIGHTLY SHADED. NEW WORK AND
STRUCTURES TO BE MODIFIED ARE SHOWN IN BOLD LINES.

PAVEMENT

PAVEMENTS, SIDEWALKS, CURBS, DEMOLITION, AND ASPHALT OVERLAY
SHALL BE IN ACCORDANCE WITH THE OHIO DEPARTMENT OF
TRANSPORTATION CONSTRUCTION AND MATERIALS SPECIFICATIONS (ODOT
CMS) DATED JANUARY 2023, AND THE PLANS AND SPECIFICATIONS. IF
THERE IS A CONFLICT BETWEEN THESE SPECIFICATIONS, THE COUNTY
SHALL DECIDE WHICH SPECIFICATION SHALL GOVERN. IN NO EVENT
SHALL THE UNIT PRICES SET FORTH IN THE PROPOSAL BID BE SUBJECT
TO COST ESCALATION.

EARTHWORK

1. EARTHWORK OPERATIONS INCLUDING COMPACTION, SHALL BE PERFORMED
IN ACCORDANCE WITH ODOT ITEM 203— ROADWAY EXCAVATION AND
EMBANKMENT.

2. THE CONTRACTOR SHALL PREPARE THE SUBGRADE AS DEEMED
NECESSARY BY THE ENGINEER TO ACCEPT EMBANKMENT.

1.

10.

11.

12.

13.

14.

THE CONTRACTOR SHALL DEWATER THE SUBGRADE, IF NECESSARY, AND
MAINTAIN GOOD SURFACE DRAINAGE OF THE CONSTRUCTION AREA.

THE CONTRACTOR SHALL ACHIEVE MAXIMUM IN—PLACE DENSITY OF 987%
(NINETY—EIGHT) PERCENT OF THE STANDARD PROCTOR MAXIMUM DRY
DENSITY PER ASTM D-698. LIFTS SHALL NOT EXCEED 6 INCHES. THE
CONTRACTOR SHALL USE COMPACTION EQUIPMENT THAT WILL PRODUCE
THE REQUIRED IN—PLACE DENSITY WITHOUT BREAKING DOWN THE
UNDERLYING SOILS. THE CONTRACTOR SHALL ADJUST SUBGRADE TO
WITHIN 2 (TWO) PERCENT OF OPTIMUM MOISTURE CONTENT PRIOR TO
COMPACTION.

THE CONTRACTOR SHALL PERMANENTLY SEED AND MULCH ALL
NON—PAVED AREAS AFTER FINAL GRADING.

THE DEPOSITION OF ANY EXCESS EXCAVATED MATERIAL INTO WETLANDS,
STREAMBEDS, OR FLOODPLAINS IS STRICTLY PROHIBITED.

THE CONTRACTOR SHALL BE AWARE THAT THE SLOPE HEIGHT, SLOPE
INCLINATION, OR EXCAVATION DEPTHS (INCLUDING UTILITY TRENCH
EXCAVATION) SHALL IN NO CASE EXCEED THOSE SPECIFIED IN LOCAL,
STATE, OR FEDERAL SAFETY STANDARDS FOR EXCAVATIONS. OSHA 29
CFR PART 1926, OR SUCCESSOR REGULATIONS ARE STRICTLY ENFORCED
AND, IF THEY ARE NOT FOLLOWED, THE CONTRACTOR, AND/OR
EARTHWORK AND UTILITY SUBCONTRACTORS MAY BE LIABLE FOR
SUBSTANTIAL PENALTIES. TRENCH EXCAVATIONS SHALL COMPLY WITH
ODOT CMS ITEM 605.03. THE LENGTH OF TRENCH OPENED IN ADVANCE
OF PIPE PLACEMENT SHALL NOT EXCEED 25 FEET. REFER TO
UNDERDRAIN DETAILS FOR DEPTH OF EXCAVATION.

SEEDING AND MULCHING

THE CONTRACTOR SHALL PREPARE THE SEED BED; PLACE TOPSOIL; AND
PLACE AND INCORPORATE SEED, AGRICULTURAL LIME, COMMERCIAL
FERTILIZER, MULCHING MATERIAL, WATERING, MAINTENANCE, AND MOWING.

THE CONTRACTOR SHALL PERFORM A SOIL ANALYSIS TEST ON ALL
TOPSOIL BEING PLACED ON THE PROJECT. THE STANDARD SOIL
ANALYSIS TEST SHALL BE PERFORMED IN ACCORDANCE WITH ODOT CMS
ITEM 659.02B.

GRANULAR OR LIQUID LIME SHALL BE SUPPLIED AND INSTALLED IN
ACCORDANCE WITH ODOT CMS 659.03. THE APPLICATION RATE OF LIME
SHALL BE DETERMINED FROM THE SOIL ANALYSIS TEST IN ORDER TO
ACHIEVE A PH OF 6.5 IN THE SOIL.

COMMERCIAL FERTILIZER SHALL BE PROVIDED AND INSTALLED IN
ACCORDANCE WITH ODOT CMS ITEM 659.04.

THE CONTRACTOR SHALL SUBMIT INFORMATION REGARDING THE TYPE OF
TOPSOIL AND SUPPLIER TO THE COUNTY FOR APPROVAL. ONLY TOPSOIL
APPROVED BY THE COUNTY SHALL BE USED.

FURNISH GRASS SEED IN ACCORDANCE WITH ODOT CMS ITEM 659.07
HIGH QUALITY.

FOR ALL DISTURBED AREAS SEED MIXTURE SHALL BE CLASS 1 LAWN
MIXTURE IN ACCORDANCE WITH ODOT CMS ITEM 659.09. SEED MIX
DESIGNS SHALL BE SUBMITTED TO THE ENGINEER FOR APPROVAL PRIOR
TO PLACEMENT.

SITE PREPARATION SHALL BE COMPLETED IN ACCORDANCE WITH ODOT
CMS ITEM 659.10.

TOPSOIL SHALL BE PLACED ACCORDING TO ODOT CMS ITEM 659.11,
EXCEPT PLACEMENT OF THE TOPSOIL MIXED WITH SEED, ETC. IS
PROHIBITED.

APPLY SEED TO PREPARED AREAS IN ACCORDANCE WITH ODOT CMS
ITEM 659.12.

MULCH MATERIAL SHALL CONSIST OF STRAW MULCH OR WOOD FIBER
MULCH. MULCH MATERIAL SHALL BE REASONABLY FREE OF WOOD SEED,
FOREIGN MATERIALS OR OTHER MATERIALS THAT WOULD PROHIBIT SEED
GERMINATION. WITHIN 24 HOURS OF SEEDING AN AREA, EVENLY PLACE
MULCH. IMMEDIATELY REPLACE MULCH THAT HAS BEEN DISPLACED.

THOROUGHLY WATER ALL AREAS AT A RATE OF 300 GALLONS PER 100
SQUARE FEET TWO TIMES PER WEEK FOR A PERIOD OF SIX WEEKS.
APPLY THE WATER WITH A NOZZLE THAT PRODUCES A SPRAY THAT WILL
NOT DISLODGE THE MULCH MATERIAL.

MAINTAIN ALL SEEDED AND MULCHED AREAS FOR SIX WEEKS AFTER
PLACEMENT OF SEED AND MULCH, INCLUDING, BUT NOT LIMITED TO,
WATERING, RE—-SEEDING, AND RE—MULCHING.

THE CONTRACTOR SHALL MOW ALL SEEDED AND MULCHED AREAS A
MINIMUM OF ONE TIME DURING THE SIX—WEEK MAINTENANCE PERIOD.
MOWING HEIGHT SHALL BE SIX INCHES.

15. REPAIR ALL DAMAGED OR ERODED SEEDED AND MULCHED AREAS
BEFORE COMPLETION OF THE PROJECT, OR WITHIN THE SIX—WEEK
MAINTENANCE PERIOD TO THE SATISFACTION OF THE COUNTY.

16. THE COUNTY WILL INSPECT ALL SEEDED AREAS NO EARLIER THAN SIX
MONTHS AND NO LATER THAN 12 MONTHS AFTER FINAL SEEDING. FOR
ANY AREA IDENTIFIED WITHOUT UNIFORM DENSITY OF AT LEAST 70%
GRASS COVER, REPAIR SEEDING AND MULCHING AND ADDITIONAL
FERTILIZATION SHALL BE COMPLETED.

17. THE AREAS TO BE SEEDED AND MULCHED SHALL INCLUDE ALL AREAS

DISTURBED BY THE CONTRACTOR’S ACTIVITIES AND AS DIRECTED BY THE
COUNTY.

STORMWATER

1. THE CONTRACTOR SHALL ENSURE THAT ALL EXISTING STORMWATER
FACILITIES REMAIN OPERATIONAL THROUGHOUT CONSTRUCTION. ANY
INTERRUPTIONS TO THE EXISTING FACILITIES MUST BE COORDINATED
WITH THE PROJECT ENGINEER AND APPROVED IN ADVANCE.

2. THE STORM SEWER SYSTEM, INCLUDING ANY TEMPORARY FACILITIES,
SHALL BE FULLY OPERATIONAL AT THE END OF EACH WORKDAY. NO
INCOMPLETE CONNECTIONS OR INTERRUPTIONS TO STORMWATER FLOW
ARE PERMITTED OVERNIGHT. ANY WORK REQUIRING PARTIAL OPERATION
MUST INCLUDE TEMPORARY MEASURES TO MAINTAIN FLOW AND PREVENT
LOCALIZED FLOODING.

3. THE CONTRACTOR IS RESPONSIBLE FOR CONTINUOUSLY MONITORING
WEATHER FORECASTS THROUGHOUT THE DURATION OF THE PROJECT.

4. A CONTINGENCY PLAN MUST BE IN PLACE FOR MANAGING STORMWATER
IN THE EVENT OF UNEXPECTED PRECIPITATION DURING CONSTRUCTION.
THIS PLAN SHOULD INCLUDE EROSION CONTROL MEASURES, AND
PROVISIONS TO MINIMIZE SEDIMENTATION AND WATER QUALITY IMPACTS.

STARK COUNTY

PARK DISTRICT
5712 12TH STREET NW
CANTON, OH 44708
330-477-3552
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SPECIFICATIONS:

SUMMARY OF QUANTITES:

ITEM 201 — CLEARING AND GRUBBING
A LUMP SUM QUANTITY IS INCLUDED IN THE GENERAL SUMMARY FOR ITEM 201, CLEARING AND GRUBBING. ALL

ITEM 630 — TRAFFIC SIGNS AND SIGN SUPPORTS, AS PER PLAN
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE

PROVISIONS AS SET FORTH IN THE SPECIFICATIONS UNDER THIS ITEM ARE INCLUDED IN THE LUMP SUM PRICE BID FOR ENGINEER:
ITEM 201, CLEARING AND GRUBBING. TREES, STUMPS, VEGETATION, SEDIMENT AND DEBRIS WITHIN THE LIMITS OF TEM 630 GROUND MOUNTED SIGN SUPPORT. AS PER PLAN ) EA FRY FAMILY PARK PARKING LOT IMPROVEMENTS SUMMARY OF QUANTITIES
CONSTRUCTION SHALL BE REMOVED BY THE CONTRACTOR. ’
TEM 202 — PAVEMENT REMOVED. AS PER PLAN ITEM 630  SIGN ERECTED, FLAT SHEET, AS PER PLAN 2 EA 00O0T ITEM NO. ITEM UNIT QUANTITY SHEET
’ THE WORK UNDER TRAFFIC SIGNS AND SIGN SUPPORTS TO INCLUDE SIGNAGE AND SUPPORT FOR ACCESSIBILITY PARKING. 201 CLEARING AND GRUBBING LS 1 S
E:gl ;SELEQMNG QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE SEE PLANS FOR DETAIL 502 PAVEMENT REMOVED, AS PER PLAN Sy 380 5
TEM 202' BAVEMENT REMOVED. AS PER PLAN 580 S ITEM 642 — TRAFFIC PAINT 203 EXCAVATION FOR PARKING LOT, SIDEWALK, AND DITCH oY 300 5 & 9
’ THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE 204 SUBGRADE COMPACTION Sy 632 7
THE QUANTITY PROVIDED FOR PAVEMENT REMOVED, AS PER PLAN IS INTENDED FOR THE STONE (AGGREGATE) PAVEMENT, ENGINEER: 302 AGGREGATE BASE, AS PER PLAN o 30 -
BOLLARDS, AND ASPHALT TRAIL WHERE SHOWN ON PLANS. THE EXISTING TRAIL IS ANTICIPATED TO BE 4—INCH THICK TEM 642 PAVEMENT STRIPING 840 LF
ASPHALT. REMOVAL OF AGGREGATE BASE AND SUBSOIL BELOW THE PAVEMENTS SHALL BE PAID AT THE UNIT PRICE BID 407 TACK COAT FOR INTERMEDIATE AND BASE COURSES GAL 39 7
FOR ITEM 203 — PARKING LOT, SIDEWALKS AND DITCH. ITEM 642  PAINTED SYMBOL OF ACCESSIBILITY 2 EA 441 ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, PG 64—22 cY 34 6 & 7
ITEM 203 — EXCAVATION, AS PER PLAN ITEM 659 — SEEDING AND MULCHING, TOPSOIL 441 ASPHALT CONCRETE SURFACE COURSE, TYPE 1, PG 64—22 cY 27 & 7
E:E*l I\ITSI!ZJR-‘OMNG QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE EII:I"(EQI JSEL;QMNG QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE 251 REINFORCED PORTLAND CEMENT CONGRETE PAVEMENT Sy 88 % 7
‘ ‘ 605 4" SHALLOW PIPE UNDERDRAIN, AS PER PLAN LS 1 9 & 10
ITEM 203  EXCAVATION FOR PARKING LOT, SIDEWALKS AND DITCH 300 CY ITEM 659  TOPSOIL, AS PER PLAN 20 CY SONORETE WALK A5 PER PLAN —_—— 2
ITEM 204 — SUBGRADE COMPACTION ITEM 659  SEEDING AND MULCHING (PERMANENT) 178 SY 608 ’ Q 510 ’
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE THE WORK UNDER TOPSOIL, AS PER PLAN SHALL INCLUDE GRADING PER ITEM 209 ALONG EDGES OF ALL PAVEMENT AS 638 VALVE BOX ADJUSTED TO GRADE EA ! 9
ENGINEER: NEEDED TO MATCH EXISTING ELEVATIONS. TOPSOIL LAYER SHALL BE 4—INCHES THICK. THE CONTRACTOR MAY STRIP 623 CONSTRUCTION LAYOUT STAKES AND SURVEYING LS 1 -
TEM 204  SUBGRADE COMPACTION 632 SY EXISTING TOPSOIL, STOCKPILE, AND REUSE IF APPROVED BY THE COUNTY. A LAWN MIX CONFORMING TO ODOT CMS 624 MOBILIZATION. AS PER PLAN S ] _
TABLE 659.09—1 LAWN MIX SHALL BE USED.
ITEM 304 — AGGREGATE BASE, AS PER PLAN 630 GROUND MOUNTED SIGN SUPPORT, AS PER PLAN EA 2 6 & 7
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE ITEM 852 — STORM WATER POLLUTION PREVENTION PLAN AND EROSION CONTROL, AS PER PLAN 630 SIGN ERECTED, FLAT SHEET, AS PER PLAN EA 2 6 & 7
ENGINEER: A LUMP SUM QUANTITY IS INCLUDED IN THE GENERAL SUMMARY FOR ITEM 832, STORMWATER POLLUTION PREVENTION ’ ’
PLAN AND ITEM 832, EROSION CONTROL. ALL PROVISIONS AS SET FORTH IN THE SPECIFICATIONS UNDER THIS ITEM ARE 642 PAVEMENT STRIPING LF 840 6 & 7
ITEM 304 AGGREGATE BASE, AS PER PLAN 130 €Y INCLUDED IN THE LUMP SUM PRICE BID FOR ITEM 832. 547 SAINTED SYMBOL OF ACCESSIBILITY EA > 5 & 7
MATERIAL FOR AGGREGATE BASE SHALL BE LIMESTONE ONLY. THE LUMP SUM PRICE FOR THIS ITEM INCLUDES ALL LABOR, MATERIALS, TOOLS, AND EQUIPMENT NECESSARY FOR 659 TOPSOIL. AS PER PLAN oy 20 6 % 7
ITEM 407 — TACK COAT FOR INTERMEDIATE COURSES PREPARATION, INSTALLATION AND MAINTENANCE OF TEMPORARY SEDIMENT AND EROSION CONTROL, FINE GRADE,
THE FOLLOWING QUANTITES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE TEMPORARY SEEDING AND MULCHING, WATERING, AND ALL OTHER ITEMS INTEGRAL TO MAINTAIN SEDIMENT AND EROSION 659 SEEDING AND MULCHING (PERMANENT) SY 178 6
ENGINEER: CONTROL AND FINAL SITE RESTORATION OF DISTURBED AREAS. 832 STORM WATER POLLUTION PREVENTION PLAN AND EROSION CONTROL, AS PER PLAN LS 1 11, 12 & 13
OF OHIO'S RAINWATER AND LAND DEVELOPMENT MANUAL.
ITEM 441 — ASPHALT SURFACE AND INTERMEDIATE COURSES SPECIAL COLLAPSIBLE BOLLARD, MAXIFORCE OR APPROVED EQUAL EA 1 6 & 8
EROSION CONTROL, AS PER PLAN AND AS DIRECTED BY THE COUNTY, SHALL BE IN ACCORDANCE WITH ODOT
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE SPECIFICATION 832. SEDIMENT AND EROSION CONTROL MEASURES SHALL BE PER THE MOST CURRENT EDITION OF OHIO'S
ENGINEER: RAINWATER AND LAND DEVELOPMENT MANUAL.
ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, PG 64-22 34 CY IF VEGETATION FAILS TO GROW TO A 90% COVERAGE, CONTRACTOR WILL BE RESPONSIBLE FOR RE—SEEDING AREAS AT
ITEM 441  ASPHALT CONCRETE SURFACE COURSE, TYPE 1, PG 6422 27 CY NO ADDITIONAL COST TO THE COUNTY. THIS SHALL BE ENFORCED IN ALL WEATHER CONDITIONS AT NO ADDITIONAL COST
PAYMENT FOR THE PROVISIONS OF 448 SHALL BE INCLUDED IN THE UNIT PRICE BID FOR EACH OF THE PAVING ITEMS TO THE COUNTY.
COVERED UNDER 441. THE COST TO APPLY JOINT SEALER (ITEM 705.04) PER ITEM 409 ALONG CURBS AND PAVEMENT ALL WORK SHOWN ON THE EROSION CONTROL PLANS, NOTES AND DETAILS SHALL BE INCLUDED WITH THIS ITEM.
JOINTS SHALL BE INCLUDED IN THE PRICE BID FOR THE SURFACE COURSE. ITEM SPECIAL
ITEM 451 — REINFORCED PORTLAND CEMENT CONCRETE PAVEMENT THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE ENGINEER:
ENGINEER: SPECIAL — PRECAST CONCRETE PARKING WHEEL STOP 8 EA
ITEM 451  REINFORCED PORTLAND CEMENT CONCRETE PAVEMENT 88 SY FURNISH AND INSTALL PRECAST CONCRETE WHEEL STOPS AT LOCATIONS SHOWN ON THE PLANS. WHEEL STOPS SHALL
ITEM 605 — UNDERDRAIN, AS PER PLAN BE A MINIMUM OF 6 FEET IN LENGTH AND SECURELY ANCHORED TO THE PAVEMENT SURFACE USING GALVANIZED STEEL
THE FOLLOWING LUMP SUM QUANTITIE HAS BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY PINS OR APPROVED ANCHORING DEVICES IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS.
THE ENGINEER: SPECIAL — MAXIFORCE COLLAPSIBLE WRENCH OPERATED BOLLARD 1 EA
ITEM 605 4" SHALLOW PIPE UNDERDRAIN, AS PER PLAN 1S FURNISH AND INSTALL MAXIFORCE WRENCH OPERATED COLLAPSIBLE BOLLARD PER MANUFACTURER SPECIFICATION IN THE
LOCATION SHOWN ON THE PLANS. BOLLARD TO BE MAXIFORCE MCSW-SS1-S OR APPROVED EQUAL.
THE COST TO FURNISH AND INSTALL WASHED #57 LIMESTONE BACKFILL PER ITEM 203, NON—WOVEN GEOTEXTILE FABRIC
WRAP (ITEM 712.09), PERFORATED AND NON—PERFORATED PIPE (ITEM 707.31), AND FITTINGS SHALL BE INCLUDED IN
THE PRICE BID FOR THIS ITEM. CONNECT PERFORATED AND NON PERFORATED UNDERDRAIN WITH FLEXIBLE CONNECTORS
SUCH AS THOSE MANUFACTURED BY FERNCO, OR APPROVED EQUAL.
ITEM 608 — WALKS, CURB RAMPS, AND STEPS, AS PER PLAN
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE
ENGINEER:
ITEM 608 CONCRETE WALK, AS PER PLAN 510 SQFT
THIS ITEM SHALL ALSO INCLUDE THE COST TO FURNISH AND INSTALL EXPANSION JOINTS (ITEM 705.03),
DOWEL BARS (ITEM 709.13), WELDED WIRE FABRIC (WWF) (ITEM 709.10), POLYSTYRENE INSULATION,
AND ALL ITEMS SHOWN IN THE CONCRETE SIDEWALK AND CONCRETE ENTRY STOOP DETAILS, WITH THE
EXCEPTION OF THE AGGREGATE BASE. THE COST TO FURNISH AND INSTALL AGGREGATE BASE SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR AGGREGATE BASE, AS PER PLAN.
ITEM 638 — VALVE BOX AND SERVICE BOX ADJUSTED TO GRADE
THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE
ENGINEER:
ITEM 638  VALVE BOX ADJUSTED TO GRADE 1 EA
ITEM 623 — CONSTRUCTION LAYOUT STAKES AND SURVEYING
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CONSTRUCTION STAKING. THE CONTRACTOR SHALL BE RESPONSIBLE
TO PROCURE THE SERVICES OF A SURVEYOR REGISTERED IN THE STATE OF OHIO TO PROVIDE ALL CONSTRUCTION
STAKING.
THE ABOVE REQUIREMENTS SHALL NOT BE CONSTRUED TO REPLACE ANY REQUIREMENTS AS STATED IN THE CURRENT
PUBLICATION OF THE OHIO DEPARTMENT OF TRANSPORTATION CONSTRUCTION MANUAL SPECIFICATIONS.
ITEM 624 — MOBILIZATION, AS PER PLAN
A LUMP SUM QUANTITY IS INCLUDED IN THE GENERAL SUMMARY FOR ITEM 624, MOBILIZATION, AS PER PLAN. ALL
PROVISIONS AS SET FORTH IN THE SPECIFICATIONS UNDER THIS ITEM ARE INCLUDED IN THE LUMP SUM PRICE BID FOR
ITEM 624. THE LUMP SUM PRICE BID FOR MOBILIZATION, AS PER PLAN SHALL NOT EXCEED 5% OF THE SUBTOTAL OF
ALL OTHER ITEMS.
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MATCH LINE — EXISTING ASPHALT PATH

BM AA

MATCH LINE — EXISTING ASPHALT PATH

KEYNOTES: @

1. ODOT ITEM 202 — EXISTING STONE (AGGREGATE) PAVEMENT TO
BE REMOVED AS NEEDED PER PROPOSED ELEVATIONS.

2. ODOT ITEM 202 — EXISTING CONCRETE PAVEMENT TO BE
REMOVED.

3. ODOT ITEM 202 — EXISTING ASPHALT TRAIL TO BE SAW CUT
AND REMOVED.

4. ODOT ITEM 201 — EXISTING LANDSCAPING TO BE REMOVED

5. ODOT ITEM 201 — EXISTING LANDSCAPING TO BE REMOVED AS
NEEDED.

6. ODOT ITEM 202 — EXISTING BOLLARD TO BE REMOVED.

7. EXISTING BOLLARD TO REMAIN IN PLACE. CONTRACTOR SHALL
PROTECT FROM DAMAGE THROUGHOUT CONSTRUCTION ACTIVITIES.

8. EXISTING POWER POLE TO REMAIN IN PLACE. CONTRACTOR SHALL
PROTECT FROM DAMAGE THROUGHOUT CONSTRUCTION ACTIVITIES.

9. EXISTING OVERHEAD ELECTRIC TO REMAIN IN PLACE.
CONTRACTOR SHALL PROTECT FROM DAMAGE THROUGHOUT
CONSTRUCTION ACTIVITIES.

10. EXISTING ELECTRIC PANEL TO REMAIN IN PLACE. CONTRACTOR
SHALL PROTECT FROM DAMAGE THROUGHOUT CONSTRUCTION
ACTIVITIES.

11. EXISTING BUILDING TO REMAIN IN PLACE. CONTRACTOR SHALL
PROTECT FROM DAMAGE THROUGHOUT CONSTRUCTION ACTIVITIES.

12. LIMITS OF CONSTRUCTION.

13. EXISTING VALVE TO REMAIN IN PLACE. CONTRACTOR SHALL
PROTECT FROM DAMAGE THROUGHOUT CONSTRUCTION ACTIVITIES.

I
|
i SURVEY CONTROL TABLE
I
} Point # Raw Description Flevation Northing Easting
I
| ] MAGS BM AA CONTROL POINT 1| 1014.409 | 365554.4950 | 2289808.3150
i 2 MAGS CONTROL POINT 2 1012.699 | 365424.0950 | 2289814.7320
| 3 BM AB SET ON POLES64309 1013.271 | 365354.6340 | 2289774.8780
I
I
L EXISTING BARN
| FFE:1013.22 (MAN DOOR)
| FE: 1012.54 (BARN DOOR)
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HEAVY DUTY CONCRETE PAVEMENT — JOINT LAYOUT
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EXISTING STONE DRIVEWAY

KEYNOTES: @

1.

ODOT ITEM 441 — PROPOSED ASPHALT PAVEMENT. SEE DETAIL
ON SHEET 7.

2. ODOT ITEM 451 — PROPOSED CONCRETE PAVEMENT FOR ADA
PARKING. SEE DETAIL ON SHEET 7.
3. ODOT ITEM 608 — CONCRETE WALK / RAMP. SEE DETAILS ON
SHEET 7.
4. ODOT ITEM 630 — PROPOSED "VAN ACCESSIBLE” PARKING SPACE
PLACARD AND SIGN. SEE DETAIL ON SHEET 7.
5. ODOT ITEM 630 — PROPOSED STANDARD ACCESSIBLE PARKING
PLACARD AND SIGN. SEE DETAIL ON SHEET 7.
6. PROPOSED WHEEL STOP. SEE DETAIL ON SHEET 7.
7. ODOT ITEM 642 — PAVEMENT STRIPING (TYP). ADA PARKING TO
BE BLUE. ALL OTHER MARKINGS TO BE YELLOW.
8. ODOT ITEM 642 — PAINTED SYMBOL OF ACCESSIBILITY. SEE
DETAIL ON SHEET 7.
9. ODOT ITEM 659 — SEEDING AND MULCHING.
10. EXISTING BOLLARD TO REMAIN.
11. PROPOSED BOLLARD. SEE DETAIL ON SHEET 8.
12. EXISTING POWER POLE AND GUY WIRE TO REMAIN.
13. EXISTING ASPHALT TO BE SAW CUT AT LIMITS OF SIDEWALK.
14. LIMITS OF CONSTRUCTION.
15. ODOT ITEM 441 — PROPOSED ASPHALT TRAIL PAVEMENT. SEE
DETAIL ON SHEET 7
16. CONTROL JOINT (SAW CUT). SEE HEAVY DUTY CONCRETE DETAIL
ON SHEET 7.
17. EXPANSION JOINT. SEE CONCRETE SIDEWALK DETAIL ON SHEET 7.
POINT TABLE
POINT NO. [ ELEVATION | NORTHING EASTING DESCRIPTION
1 1013.70 | 365346.93 | 2289845.08 BEGIN PAVEMENT
2 1013.50 | 365338.13 | 2289837.40 BEGIN PAVEMENT
3 1013.07 | 365349.50 | 2289823.60 PC
4 1012.87 | 365348.81 | 2289816.56 PT
5 1012.40 | 365334.18 | 2289804.55 PL CORNER
6 1011.68 | 365372.23 | 2289758.16 PL CORNER
7 1011.53 | 365360.63 | 2289748.64 PL CORNER
8 1011.86 | 365371.41 | 2289735.50 PL CORNER
9 1012.88 | 365423.43 | 2289778.17 ADA CORNER
10 1012.97 | 365437.36 | 2289789.60 ADA CORNER
11 1012.50 | 365411.35 | 2289821.29 ADA CORNER
12 1012.48 | 365399.05 | 2289816.65 PT
13 1012.41 | 365391.62 | 2289816.95 ADA CORNER
14 1013.29 | 365358.39 | 2289833.22 PT
15 1012.58 | 365430.60 | 2289808.15 | CENTER OF BOLLARD
16 1013.07 | 365444.39 | 2289788.89 SW CORNER
17 1012.58 | 365415.21 | 2289824.46 SW CORNER

PC — POINT OF CURVATURE
PT — POINT OF TANGENCY
PL — PARKING LOT

SW — SIDEWALK

LEGEND:
EXISTING CONTOUR

X: \Projects\2026\2622\505400 Stark County Fry F\O1
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PROPOSED SEEDING AND MULCHING
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TACK COAT (0.08 GAL/S.Y.)
(ODOT ITEM 407)

SURFACE COURSE ASPHALT
MIXTURE — MIN 2" DEPTH
(ODOT ITEM 441)

TACK COAT (0.08 GAL/S.Y.)

SURFACE COURSE ASPHALT
MIXTURE — MIN 1" DEPTH
(ODOT ITEM 441)

(ODOT ITEM 407)

8" AGGREGATE BASE

INTERMEDIATE 4" AGGREGATE BASE

(ODOT ITEM 304)

COURSE ASPHALT

INTERMEDIATE
COURSE ASPHALT
PAVEMENT — MIN 1
%" DEPTH (0DOT
ITEM 441)

— (ODOT ITEM 304)  ——
: PAVEMENT — MIN 2 :
< % DEPTH (0DOT <
ITEM 441)
COMPACTED EXISTING COMPACTED EXISTING
SUBGRADE OR FILL SUBGRADE OR FILL
NOTES NOTES
1. SUBGRADE COMPACTION: CBR=5 1. SUBGRADE COMPACTION: CBR=5
2. BASE COURSE TO CONFORM TO ODOT STANDARDS FOR 2. BASE COURSE TO CONFORM TO ODOT STANDARDS FOR
BASE COURSE COMPACTED TO 100% OF THE MODIFIED BASE COURSE COMPACTED TO 100% OF THE MODIFIED
PROCTOR (ASTM D—1557) MAXIMUM DRY DENSITY PROCTOR (ASTM D—1557) MAXIMUM DRY DENSITY
3. ALL SUBGRADE AND PAVEMENT OPERATIONS AND MATERIALS 3. ALL SUBGRADE AND PAVEMENT OPERATIONS AND MATERIALS
SHALL MEET THE MINIMUM REQUIREMENTS OF THE CURRENT SHALL MEET THE MINIMUM REQUIREMENTS OF THE CURRENT
ODOT SPECIFICATIONS 204, ODOT SPECIFICATIONS 204,
SITUMINOUS PAVING — STANDARD SITUMINOUS PAVING — LIGHT DUTY
DUTY (PARKING LOT) W (TRAIL)

Y WIDE x 1" DEEP SAW CUT

SCORING — 10’ MAX 0.C. UNLESS
NOTED OTHERWISE. A BULL FLOAT
GROOVER IS NOT ACCEPTABLE. SAW

CUT WITHIN 3 TO 24 HOURS.

6" CONC. (4500 PS)

RS
[N
N

HEAVY DUTY CONCRETE
"ARKING SPACE AND ACCESSIBLE

PULVERIZED TOPSOIL (TYPICAL
LANDSCAPE AREA) SLOPE TO
2" BELOW THE TOP PF
SIDEWALK

4" CONCRETE WALK (LIGHT

BROOM FINISH) WITH
6x6—-W1.4xW1.4 W.W.F.

EXISTING COMPACTED
SUB-GRADE OR FILL

4" COMPACTED AGGREGATE

(NO VAPOR BARRIER) ODOT
ITEM 304

NOT TO SCALE

| SEE SITE PLAN FOR WALK WIDTH
1/4” TOOLED CONTROL JOINT

6”
CROSS SLOPE 1% MIN., 2% MAX.\> |

1" EASED
EDGE

ADJACENT
PAVEMENT

bo— Xza— %
)

X —X

A ) | HEIGHT TO BE
gw\g @Q:QQ:\/ \Q;Q Tﬂ —— " DETERMINED BY THE
SN SN Y . 2 ELEVATIONS SHOWN ON
Y BN B TR o~
NN s 2 i SHEET 9

R R TR RN, <5
INIINON N AN \\/{\\\//é\\/// /_\\{\\\/\\\{\ XK

TYPICAL SECTION

IN TAWN AREAS ADJACENT TO DRIVES
1/4" WIDE x 1" DEEP CONTROL JOINT AT
10'-0" 0.C. MAXIMUM A BULL FLOAT
#4 DOWELS, 18" LENGTH AT 3 GROOVER IS NOT ACCEPTABLE.
0.C. MAX. USE SMOOTH |
CREASED DOWELS R PUSTC ~ T — 2 L~ 4" CONCRETE WALK
SLEEVES. > TSI, RS S R s (LIGHT BROOM FINISH)
SON 9 [ ) QO\ '~
. 2 U PESAESATEAS WTH 6X6-W1.4X0W1.4
4" CONCRETE WALK (LIGHT BROOM b2 RN RN AN
FINISH) WTH 6x6—W1(.4xW1.4 I £ SN AR I SIS WWF. (NOT SHOWN)
(NOT SHOWN).

4" COMPACTED AGGREGATE
(NO VAPOR BARRIER) ODOT

ITEM 304

COMPACTED EXISTING SOIL SUB-BASE

EXPANSION JOINT CONTROL JOINT

CONCRETE SIDEWALK NOTES

A. LOCATE CONTROL JOINTS AS SHOWN ON PLAN OR 10’ 0.C. MAXIMUM. VERIFY WITH SITE REPRESENTATIVE.

B. EXPANSION JOINTS SHALL HAVE %’ PREFORMED EXPANSION JOINT LOCATED AT: CONCRETE WALKS AGAINST THE BUILDING,
CONCRETE ENTRY STOOP AND CONCRETE WALK, THE CONCRETE PARKING PAD AND THE CURB, AND AT BOLLARDS AND
SIGN POSTS WITHIN CONCRETE. JOINTS SHALL BE FLUSH WITH THE SURFACE.

C. CONCRETE PADS OVER 4" THICK REQUIRE CONTROL JOINTS TO BE 12’ 0.C. MAXIMUM.

CONCRE T SIDEWALK

NOT TO SCALE

2
NOT TO SCALE W

STANDARD ADA COMPLIANT PARKING SIGN

STANDARD "MINIMUM FINE $###" SIGN WHEN REQUIRED BY

LOCAL CODE

STANDARD "VAN ACCESSIBLE” SIGN AT
SPACE INDICATED ON SHEET 6.

STANDARD ADA SIGN POST.

6" BOLLARD TO HAVE WATERPROOF SEALANT
ADDED WHERE TOP OF BOLLARD MEETS SIGN POST.
DO NOT LOWER COVER INTO CONCRETE. DRILL
HOLE IN BACK OF SIGN POST AS DIRECTED BY

COUNTY.

1/2" EXPANSION JOINT AROUND PERIMETER IF WITHIN

ASPHALT OR CONCRETE.

4' DEEP X 18" DIAMETER CONCRETE FOOTING.
BOTTOM BELOW LOCAL FROST DEPTH

=

OTES

LOCAL AND STATE REQUIREMENTS.

A.  SPECIFIC CODE SHOULD BE REFERENCED FOR
B. (1) SIGN AT EACH ACCESSIBLE SPACE, SEE SITE

IMPROVEMENT PLAN FOR LOCATION.

N PARKING LOT

AD A

(ODOT ITEM 451)
6"x 6" W2.9x2.9 WWF

A ] = BASE COURSE
Gl (oor i 30

S COMPACTED EXISTING
Z | SuBGRADE

NOTES
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ACCESSIBLE PARKING SIGN/ 6

NOT TO SCALE

NOT TO SCALE

EXISTING BUILDING

SET. 18" 0.C.

18" #4 REBAR DOWEL AND EPOXYW

” /'—\'
1/2" EXPANSION JOINT NOT 1H E

TO EXCEED 25-0" APART. (]
INSTALL  VINYL "ZIP-STRIP”
BY VINYLEX CORP.

EXISTING BUILDING
FOUNDATION.

1'-4 3/4"

1'-31/2"| 1'=0"

1'-9”

A. SYMBOL TO BE CENTERED ON WIDTH OF PARKING STALL.
B. BOTTOM OF SYMBOL TO BE LOCATED 1'-6" FROM ACCESS DRIVE, INTO PARKING SPACE.
C. SYMBOL IS REQUIRED TO CONTRAST WITH BACKGROUND.

D. BLUE (COLOR #35180 IN FEDERAL STANDARD 595C) (2) COATS.

BLUE PAINT

SYMBOL OF ACCESSIBILITY /4 "\

SEE SITE PLAN

4" COMPACTED GRAVEL
WITH POLYSTYRENE
INSULATION ABOVE.

EXISTING COMPACTED
SUB-GRADE OR FILL

NOT TO SCALE

1/2" EXPANSION JOINT NOT
TO EXCEED 25'-0" APART.

INSTALL  VINYL "ZIP-STRIP"
BY VINYLEX CORP.

ADJACENT
SIDEWALK

[

K
NS
X
2
I
FROST DEPTH

6X6—-W1.4XW1.4 W.W.F.

#4 REBAR AT 18" 0.C.

24°
24

CONCRETE ENIRY STO0OP /

NOT TO SCALE

NG

NG

o o
PLAN N _ +/-61/2
_ 12 WX, 2" CHAMFER, TYP
_ o4 7/8 | e CI{EARANCE
N DRAINAGE N DRAINAGE
OPENING OPENING
. T PAVEMENT
o 6-0" (MAX.)
? N, .
1 ELEVATION
e _ COMPACTED
AP L AGGREGATE
q € PARKING STALL ~0-0/0-0-0. Jhay
P—— IR,
2-0" 70 — //;\\i//;\\i//;\\i i 5/8" DIA. x 18" STEEL
EDGE OF NN REBAR. INSTALL 2 PER
PARKING 4 WHEEL STOP &///\\\///\\\///\\\ ?_BLOCK, COUNTERSINK ROD
STALL ° NI NI 1” AND FILL HOLE WITH
/\\/\\/\\/\\/\ AN
//\//\//\//\//\ MORTAR, TYP.
CNNANINN
NN
PAINTED STRIPES LKA
COMPACTED EXISTING
INSTALLATION PLAN SECTION /1 SUBGRADE
PRE—CAST CONCRETE WHEEL STOP /8 )\
| |
NOT TO SCALE W
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Standard Body, Wrench Operated, Standard Style 1 Head, Simple Base
A AHJ approved in many cities / counties / campuses for A
use in fire lanes per International Fire Code (IFC) 503
6l|
— _ SS1 Head —
Patented fire hydrant wrench
operation works with any standard
fire hydrant wrench by turning the
nut 1/4 turn to unlock and lower
the bollard. (1-3/8" nut standard)
*Free standard hydrant wrench
included with each order
32" 40"
Above Grade Overall Height
B B
Patented break-away
design allows instant
emergency access
without a key. This unit
can be pushed over with
_ 35/8" 3 the bumper of a vehicle.
Clearance
B © -
. P (2
AC - 2 ’ 2 DD 2 ‘ i G
8" 2 . . ) A <
Below Grade | .} .° v = B ) 3" x 6 3/4"
P SER | DR B ’ Top Plate
A Aﬂ > VN < = >
B SRS 2 . 4 SO Flush surface when bollard is removed.
C NP S - ‘ Leaves no tripping hazard and C
won't catch snow plows or other
maintenance equipment.
3" x 6" Tube
- Low Maintenance / Durable steel construction _
- One year warranty / Protected by $1,000,000 in liability insurance Simple Base
— - No complex assembly required in the field —
- Custom sizes, options, colors and finishes available upon request
- Finish options available (add code to the end of the model number)
- Powder coated (PC)
- Powder coated with DRYZINC primer (PCZ)
- Hot dip galvanized (G)
- Hot dip galvanized & powder coated (GPC)
- Reflective tape available upon request Bolard Acsy. Weignt — JBase Weight m
|: 58 Ibs 14 Ibs MaxiForce
D Drawing Rev. Created . D
2 11/27/2020 7560 Main Street
PROPRIETARY AND CONFIDENTIAL SYkGSVIlle, MD 21784
tel: +1 (410) 552 9888
INFORMATION OF BLUE EMBER TECHNoLoGIes, | sales@manxiforcebollards.com
LG O TS IS S x| www.maiforcebollards.com MCSW-SS1-S
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KEYNOTES: @

1. PROPOSED INTEGRAL CURB AND SIDEWALK. SEE DETAIL ON

SHEET 7.

2. PROPOSED AT—GRADE SIDEWALK.

3. TRANSITION OF INTEGRAL CURB AND SIDEWALK FROM FLUSH
CURB (0" REVEAL) TO FULL CURB REVEAL (6” TO 8") OVER
LENGTH SHOWN ON PLANS.
4. PROPOSED BUILDING ENTRY STOOP. SEE DETAIL ON SHEET 7.
5. LIMITS OF CONSTRUCTION.
6. ADJUST EXISTING VALVE TO PROPOSED GRADE.
7. PROPOSED STORM UNDERDRAIN. SEE SHEET 10 FOR PROFILE AND
DETAILS.
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SIDES AND BOTTOM OF TRENCH. CUT FABRIC SO

// INSTALL NON—WOVEN GEOTEXTILE FABRIC ALONG 1020 1020
THAT ONLY LIMESTONE IS VISIBLE AT SURFACE.
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WASHED #57 LIMESTONE TO CONCRETE SIDEWALK WITH
MEET TOP OF WALK ELEVATION INTEGRAL CURB. SEE SHEET 7
FOR DETAIL.
(o]
()] o
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PERFORATED UNDERDRAIN NOTES
A. UNDERDRAIN INVERT ELEVATIONS TO FOLLOW PROPOSED PROFILE ON THIS SHEET.
9.07' OF 4” PERFORATED HDPE @ 0.66%—
1005 1005
PERFORATED UNDERDRAIN —0+25 0+00 1+00
SETWEEN BUILDING  AND SOLID AND PERFORATED UNDERDRAIN PROFILE
SIDEWALK 71N
NOT TO SCALE W
WRAP WASHED #57 LIMESTONE IN NON—WOVEN
GEOTEXTILE FABRIC
// WRAP WASHED #57 LIMESTONE IN NON—WOVEN
GEOTEXTILE FABRIC
SEEDING AND MULCHING
WASHED #57 LIMESTONE TO CONCRETE SIDEWALK WITH
MEET BOTTOM OF WALK INTEGRAL CURB. SEE SHEET 7 TOPSOIL
ELEVATION FOR DETAIL. 58
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1. PROPOSED SILT FENCE OR FILTER SOCK. SEE DETAIL ON SHEET
13.

2. PROPOSED CONCRETE WASHOUT. SEE DETAIL ON SHEET 13.

3. EXISTING STONE DRIVEWAY TO REMAIN AS CONSTRUCTION EXIT.
SEE ADDITIONAL NOTES BELOW.

4. LIMITS OF CONSTRUCTION.
5. PROPOSED SEEDING AND MULCHING.
6. FILTER FABRIC INLET PROTECTION FOR PERFORATED PIPE.

LEGEND:
. 1000 PROPOSED MAJOR CONTOUR
%
%@ 1001 PROPOSED MINOR CONTOUR
@% EXISTING CONTOUR
<
%, SF PROPOSED SILT FENCE OR FILTER SOCK
%
PROPOSED FULL DEPTH ASPHALT
PAVEMENT
PROPOSED CONCRETE SIDEWALK
V Iz

PROPOSED CONCRETE PAVEMENT FOR ADA

P " COMPLIANT PARKING

! ~<9R

i o ~~~O~ o

.@ S - PROPOSED SEEDING AND MULCHING

: /

1 A

e bt - o R

PROPOSED TEMPORARY CONCRETE WASHOUT PIT

0+81.06

EXISTING BARN
FFE:1013.22 (MAN DOOR)
FE: 1012.54 (BARN DOOR)

INV 18" SMP
/[N\//O/O,.53
SF £ SF SF SF N SF /

EXISTING STONE DRIVEWAY @
R —— SF————sF- SF sF——
19 G
i SF \
. INV 18”7 SMP
: INV=10039.5
5!
1
1
1
i TOP OF BANK ___— -
° Ny e ®
N ! =77 i3 e
- o]
o i - HE OHE OHE OHE OHE OHE
—_— —_— —_— _S,—/' - . OHE OHE OHE OHE o
- OHE OHE OH NOTES
S p o oHE oHE_m= o
o 5 FILTER FABRIC INLET PROTECTION FOR PERFORATED PIPE:

PERFORATED PIPE SHALL BE WRAPPED WITH FILTER FABRIC UNTIL PERMANENT
VEGETATION IS ESTABLISHED. UPON PROJECT COMPLETION, REMOVE FILTER FABRIC
AND BACKFILL AROUND THE PIPE WITH #57 WASHED LIMESTONE WRAPPED IN
NON—WOVEN GEOTEXTILE FABRIC PER DETAILS ON SHEET 10.

EXISTING STONE DRIVEWAY:

CONTRACTOR SHALL MINIMIZE CONSTRUCTION TRAFFIC IMPACTS TO THE EXISTING
STONE DRIVEWAY. REMOVE ALL ACCUMULATED SEDIMENT AND RESTORE THE

DRIVEWAY TO THE OWNER’S SATISFACTION AT PROJECT COMPLETION AT NO
ADDITIONAL COST TO THE OWNER.

ACCUMULATED SEDIMENT:

REMOVE ALL ACCUMULATED SEDIMENT, DUST, AND CONSTRUCTION DEBRIS FROM
EXISTING AND PROPOSED SURFACES, INCLUDING PAVEMENT, BUILDINGS, PIPES,
DRIVEWAYS, AND PATHS. CLEANUP SHALL BE COMPLETED TO THE OWNER'S
SATISFACTION AT NO ADDITIONAL COST TO THE OWNER.

X: \Projects\2026\2622\505400 Stark County Fry F\O1

ol STARK COUNTY DESIGNED ‘BY: gzz WAR/NNG Zméﬁo
| "] PARKDISTRICT SHEET OHID B, USE_ FRY FAMILY PARK CIVIL | | s
STARK 57C13iljl$'-(r)l_lilsgﬁi§;0héw iss:cs)\/g:'(;m‘_m_ PARKING LOT IMPROVEMENTS FROSION CONTROL PLAN F THIS BAR DOES
I PARKS I .. 330_4%7_3552 REV. | puTe 'SSUED REMARKS ISSUED DATE:_AUGUST 2026 THEN DRAWNG 15 11




Derek Gustafson

9/24/2026 10:56:27 AM

ConstDocs\CAD\Sheet Files\SWPPP NOTES AND DETAILS.dwg

X:\Projects\2026\2622\505400 Stark County Fry F\O1

GENERAL STORMWATER POLLUTION PREVENTION NOTES

1.

EROSION CONTROL SHALL BE MAINTAINED AT ALL TIMES. ALL AREAS
DISTURBED BY CONSTRUCTION SHALL BE SEEDED AND MULCHED IN
ACCORDANCE WITH ODOT ITEM 659. INLET FILTERS, FILTER SOCKS,
CONCRETE WASHOUTS, AND OTHER EROSION CONTROL ITEMS THE
EPA MAY REQUIRE SHALL BE INSTALLED, MAINTAINED, AND
SUBSEQUENTLY REMOVED BY THE CONTRACTOR.

ALL WORK SPECIFIED AS AN ODOT ITEM SHALL BE GOVERNED BY
THE CURRENT STATE OF OHIO DEPARTMENT OF TRANSPORTATION
CONSTRUCTION AND MATERIAL SPECIFICATION HANDBOOK. OTHER
ITEMS SHALL CONFORM TO SPECIFICATIONS CONTAINED IN THE
CURRENT ODNR MANUAL — RAINWATER AND LAND DEVELOPMENT,
UNLESS OTHERWISE NOTED.

ALL EXISTING DRAINAGE FEATURES WHICH COLLECT STORM RUNOFF
FROM AREAS WITHIN THE WORK LIMITS SHALL HAVE INLET
PROTECTION INSTALLED AROUND THEM.

AT A MINIMUM, ALL STOCKPILES SHALL HAVE FILTER SOCK PLACED

10" OFF AND ALONG THE BOTTOM FOOTPRINT OF THE FINAL
STOCKPILE CONFIGURATION. IF THE STOCKPILE WILL BE INACTIVE
FOR 14 DAYS OR MORE, THEN THE SURFACE SHALL BE SEEDED, OR
STABILIZED WITHIN 7 DAYS OF LAST ACTIVITY. STOCKPILES SHALL
NOT BE LOCATED ON PRIVATE PROPERTY.

THE CONTRACTOR SHALL PREVENT DISCHARGE OF WASTE CONCRETE

AND/OR WASH WATER FROM CONCRETE TRUCKS FROM MIXING WITH
RUNOFF AND LEAVING THE SITE. THE CONTRACTOR SHALL SIZE THE
CONCRETE WASHOUT PITS TO HANDLE HIS PROPOSED CONCRETE
OPERATIONS AND SHALL MAINTAIN THE PITS SUCH THAT ALL
CONCRETE TRUCKS CAN USE IT TO WASHOUT. ALL CURED RESIDUE
FROM THE PITS SHALL BE DISPOSED OF IN ACCORDANCE WITH
LOCAL, STATE AND FEDERAL REGULATIONS. THE WASHOUT PIT
LOCATIONS SHALL BE SELECTED BY THE CONTRACTOR AND MAY BE

MOVED TO BETTER FIT THE CONTRACTOR'S METHODS, BUT SHALL
NOT BE LOCATED ON PRIVATE PROPERTY. WASHOUT PITS SHALL BE
AT LEAST 50 FEET FROM CATCH BASINS.

THE CONTRACTOR SHALL LIMIT THE SURFACE AREA OF ERODABLE
EARTH MATERIAL EXPOSED BY EXCAVATION, BORROW AND FILL
OPERATIONS AND PROVIDE IMMEDIATE PERMANENT OR TEMPORARY
CONTROL MEASURES TO PREVENT CONTAMINATION OF STORM
RUNOFF.

GROUNDWATER AND STORMWATER DRAINAGE BEARING SEDIMENT
SHALL BE FILTERED USING PUMPED WATER FILTER BAG OR PONDED
TO ALLOW REMOVAL OF SILT, SEDIMENT, DEBRIS AND OTHER
POLLUTANTS PRIOR TO DISCHARGE FROM THE SITE. THE SETTLED
MATERIAL SHALL BE DISPOSED OF IN A STABILIZED LOCATION WHERE
IT WILL NOT BE CARRIED OFF—=SITE OR INTO A STORM SEWER BY
RAINFALL. WATER WITH A VISIBLE SHEEN SHALL BE REMOVED BY A
VACUUM TRUCK. THERE SHALL BE NO TURBID OR MURKY
DISCHARGES TO SURFACE WATERS OF THE STATE RESULTING FROM
DEWATERING ACTIVITIES. TRENCH OR GROUND WATER CONTAINING
SEDIMENT OR OTHER POLLUTANTS SHALL PASS THROUGH A
SEDIMENT TRAP OR PUMPED WATER FILTER BAG PRIOR TO BEING
DISCHARGED FROM THE CONSTRUCTION SITE. GROUND WATER WHICH
DOES NOT CONTAIN SEDIMENT OR OTHER POLLUTANTS IS NOT
REQUIRED TO BE TREATED PRIOR TO DISCHARGE. CLEAN GROUND
WATER SHALL NOT BE DICHARGED OVER DISTURBED SOILS OR OTHER
POLLUTANT SOURCES, OR ERODE DISCHARGE AREA.

THE CONTRACTOR SHALL CONTROL THE TRACKING OF DIRT AND MUD
FROM CONSTRUCTION VEHICLES ONTO ADJACENT STREETS.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND
MAINTAINING ALL SEDIMENT AND EROSION CONTROL ITEMS AT ANY
OFF—SITE BORROW OR SPOIL AREAS REQUIRED FOR THIS PROJECT.

INSPECTION AND MAINTENANCE DURING CONSTRUCTION

1.

ALL TEMPORARY AND PERMANENT EROSION CONTROL PRACTICES
SHALL BE MAINTAINED AND REPAIRED AS NEEDED TO ENSURE
CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION. ALL
SEDIMENT CONTROL PRACTICES SHALL BE MAINTAINED UNTIL ALL
UPSLOPE AREAS ARE PERMANENTLY STABILIZED. THE CONTRACTOR
SHALL COMPLY WITH THE MAINTENANCE REQUIREMENTS FOR THE
PROPOSED EROSION CONTROLS.

2. THE CONTRACTOR SHALL INSPECT EROSION CONTROL PRACTICES. AT
LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND WITHIN

TWENTY—FOUR (24) HOURS AFTER ANY STORM EVENT WHICH
PRODUCES 0.5 INCHES OR MORE OF PRECIPITATION WITHIN IN

TWENTY—FOUR (24) HOURS. INSPECTIONS SHALL BE PERFORMED BY
QUALIFIED PERSONNEL. INSPECTIONS INCLUDE IDENTIFYING AREAS
CONTRIBUTING TO STORM WATER DISCHARGE ASSOCIATED WITH
CONSTRUCTION ACTIVITIES, EVALUATING WHETHER MEASURES TO
PREVENT EROSION AND CONTROL POLLUTANT LOADINGS IDENTIFIED
ON THE PLAN ARE ADEQUATE AND PROPERLY IMPLEMENTED, AND
WHETHER ADDITIONAL CONTROL MEASURES ARE REQUIRED.
DISTURBED AREAS USED FOR STORAGE OF MATERIALS THAT ARE
EXPOSED TO PRECIPITATION SHALL BE INSPECTED FOR EVIDENCE OF,
OR THE POTENTIAL FOR, POLLUTANTS ENTERING THE DRAINAGE
SYSTEM. EROSION AND SEDIMENT CONTROL MEASURES IDENTIFIED IN
THIS PLAN SHALL BE OBSERVED TO ENSURE THAT THEY ARE
OPERATING CORRECTLY. DISCHARGE LOCATIONS SHALL BE INSPECTED
TO ASCERTAIN WHETHER EROSION AND SEDIMENT CONTROL
MEASURES ARE EFFECTIVE IN PREVENTING SIGNIFICANT IMPACTS TO
THE RECEIVING WATERS. LOCATION WHERE VEHICLES ENTER OR EXIT
THE SITE SHALL BE INSPECTED FOR EVIDENCE OF OFFSITE TRACKING.
WHEN A CONTROL IS NON—FUNCTIONING OR DEFICIENT, IT SHALL BE
ADDED TO A CORRECTIVE ACTION LOG AND REPAIRED BY THE
CONTRACTOR. ALL REPORTS SHALL BE EMAILED WEEKLY TO THE
ENGINEER. NO PAYMENT WILL BE MADE UNLESS THE ENGINEER
RECEIVES WEEKLY REPORTS.

A. WHEN PRACTICES REQUIRE REPAIR OR MAINTENANCE: IF THE
INSPECTION REVEALS THAT A CONTROL PRACTICE IS IN NEED OF
REPAIR OR MAINTENANCE, WITH EXCEPTION OF A SEDIMENT TRAP,
IT SHALL BE REPAIRED OR MAINTAINED WITHIN THREE DAYS OF
INSPECTION.

B. WHEN PRACTICES FAIL TO PROVIDE THEIR INTENDED FUNCTION: IF
THE INSPECTION REVEALS THAT A CONTROL PRACTICE FAILS TO
PERFORM ITS INTENDED FUNCTION AND THAT ANOTHER MORE
APPROPRIATE CONTROL PRACTICE IS REQUIRED, A NEW CONTROL
PRACTICE SHALL BE INSTALLED WITHIN 10 DAYS OF INSPECTION.

C. WHEN PRACTICES DEPICTED ON THE PLANS ARE NOT INSTALLED:
IF THE INSPECTION REVEALS THAT A CONTROL PRACTICE HAS NOT
BEEN IMPLEMENTED IN ACCORDANCE WITH THE PLANS, A NEW
CONTROL PRACTICE SHALL BE INSTALLED WITHIN 10 DAYS OF THE
INSPECTION.

STABILIZATION

PERMANENT AND TEMPORARY STABILIZATION MEASURES ARE DEFINED IN
PART VII OF THE OEPA GENERAL PERMIT AUTHORIZATION FOR STORM
WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTIVITY UNDER
THE NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM, AS STATED
BELOW.

SEEDING OR MULCHING PER ODOT ITEM 659 SHALL BE USED FOR
STABILIZATION.

TABLE 1: PERMANENT STABILIZATION

AREA REQUIRING PERMANENT STABILIZATION | [IME FRAME TO APPLY EROSION

CONTROL
ANY AREA THAT WILL LIE DORMANT FOR WITHIN SEVEN DAYS OF THE
ONE YEAR OR MORE MOST RECENT DISTURBANCE

ANY AREA WITHIN 50 FT. OF A SURFACE WITHIN TWO DAYS OF REACHING
WATER OF THE STATE AND AT FINAL GRADE |[FINAL GRADE

WITHIN SEVEN DAYS OF
REACHING FINAL GRADE WITHIN
THAT AREA

ANY OTHER AREAS AT FINAL GRADE

TABLE 2: TEMPORARY STABILIZATION

ANY DISTURBED AREAS WITHIN 50 FT. OF A
SURFACE WATER OF THE STATE AND NOT gg"ﬁ{g@w TO APPLY EROSION
AT FINAL GRADE

WITHIN TWO DAYS OF THE
MOST RECENT DISTURBANCE IF
THE AREA WILL REMAIN IDLE
FOR MORE THAN 14 DAYS

ANY DISTURBED AREAS WITHIN 50 FT. OF A
SURFACE WATER OF THE STATE AND NOT
AT FINAL GRADE

ANY DISTURBED AREAS THAT WILL BE
DORMANT FOR MORE THAN 14 DAYS BUT
LESS THAN ONE YEAR, AND NOT WITHIN 50
FT. OF A SURFACE WATER OF THE STATE

WITHIN SEVEN DAYS OF THE
MOST RECENT DISTURBANCE
WITHIN THE AREA

PRIOR TO ONSET OF WINTER
es/Il?\jTrLI{:RRBED AREAS THAT WILL BE IDLE OVER WEATHER (NOV. 1) USE MULCH

AND DORMANT SEEDING
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PUMP DISCHARGE TIE DOWN STRAP

” 2 ” NOTES‘ HOSE
2% 2% 36, WOODEN STAKES 1. COMPOST MATERIAL SHALL MEET APPLICATION REQUIREMENTS.
PLACED 10° ON CENTER 2. COMPOST MATERIAL AND FILTER SOCK SHALL BE REMOVED FROM SITE AS
FILTER MEDIA FILTER SOCK (12" DIAMETER DETERMINED BY CITY WHEN AREAS HAVE REACHED FINAL STABILIZATION. L &
FILLED WITH COMPOST MATERIAL) INSTALLATION:  INSTALL PER MANUFACTURER’'S RECOMMENDED SPECIFICATIONS. 0 _ ‘5 —_
FILTER SOCK SHALL BE PLACED IN LOCATIONS SHOWN ON THE PLAN OR AS — FLOW AGGREGATE —
™ DIRECTED BY THE COUNTY. FILTER SOCK SHALL BE INSTALLED PARALLEL TO THE OR STRAW
__RUNQEF ) | AREATO BE PROTECTED BASE OF THE SLOPE OR OTHER DISTURBED AREA. IN EXTREME CONDITIONS (I.E. WATER | <\ N IN UNDERLAY s SmSmmSmS
2:1), A SECOND FILTER SOCK SHALL BE CONSTRUCTED AT THE TOP OF THE PUMP SPOUT (FOR
12" MIN SLOPE. EFFECTIVE SOCK HEIGHT IN THE FIELD SHOULD BE AS FOLLOWS: 127 ADDED
: DIAMETER FILTER SOCK = 9.5” HIGH; 24” DIAMETER FILTER SOCK= 19" HIGH. FLOW SIDE VIEW
STAKES SHALL BE INSTALLED THROUGH THE MIDDLE OF THE FILTER SOCK ON )
o=\ 10’ CENTERS USING 2” BY 2” BY 3’ HARD WOOD STAKES. STAKING DEPTH FOR <
SECTION SAND AND SILT LOAM SOILS SHALL BE 12”. LOOSE COMPOST SHALL BE
- BACKFILLED ALONG THE UPSLOPE SIDE OF THE FILTER SOCK FILLING THE SEAM DEWATERING
BETWEEN THE SOIL SURFACE AND THE DEVICES, IMPROVING FILTRATION AND BAG
n o " SEDIMENT RETENTION. THIS FILTER SOCK IS NOT TO BE USED IN PERENNIAL,
2% 2 X 36, WOODEN STAKES EPHEMERAL OR INTERMITTENT STREAMS. FILTERED
PLACED 10 ON CENTER WATER
FILTER SOCK (12” DIAMETER) INSPECTION AND MAINTENANCE: THE FILTER SOCK SHALL BE MAINTAINED IN A
FUNCTIONAL CONDITION AT ALL TIMES AND SHALL BE ROUTINELY INSPECTED.
INSPECT WITHIN 24 HOURS OF A 0.5 INCH STORM EVENT AND AT LEAST ONCE NOTE: THE PRODUCT WILL BE FROM A
AREA TO BE PROTECTED A WEEK. MAKE SURE FILTER SOCK HAS MAINTAINED ITS SHAPE AND IS NONWOVEN POLYPROPYLENE FABRIC THAT
PRODUCING ADEQUATE HYDRAULIC FLOW—THROUGH. IF PONDING BECOMES MEETS OR EXCEEDS THE FOLLOWING
RUNOFF EXCESSIVE, ADDITIONAL FILTER SOCK MAY BE REQUIRED TO REDUCE EFFECTIVE SPECIFICATIONS:
— > SLOPE LENGTH OR SEDIMENT REMOVAL MAY BE NECESSARY. IF THE FILTER
WORK AREA SOCK HAS BEEN DAMAGED OR HAS LOST ITS SHAPE, IT SHALL BE REPAIRED OR
REPLACED. REMOVE SEDIMENT AT THE BASE OF THE UPSLOPE SIDE OF THE INLET FILTER BAG PROPERTIES
OR FILTER SOCK WHEN ACCUMULATION HAS REACHED 3 OF THE EFFECTIVE HEIGHT : ' _
STOCKPILE OF THE CONTROL. FILTER SOCK SHALL BE MAINTAINED UNTIL THE DISTURBED Mechanical Properties Test Method Units MARYV
AREA ABOVE THE DEVICE IS STABILIZED AND CONSTRUCTION ACTIVITY HAS
BLAN CEASED. Grab Tensile Strength ASTM D 4632 kN (Ibs) 0.9 (205) x 0.9 (205)
F||_TER SOCK Grab Tensile Elongation ASTM D 4632 % 50 x 50
SCALE: NOT TO SCALE Puncture Strength ASTM D 4833 kN (Ibs) 0.58 (130)
Mullen Burst Strength ASTM D 3786 kPa (psi) 2618 (380)
Trapezoid Tear Strength ASTM D 4533 kN (lbs) 0.36 (80) X 0.36 (80)
UV Resistance ASTM D 4355 % 70
Apparent Opening Size ASTM D 4751 Mm (US Std Sieve) 0.180 (80)
Flow Rate ASTM D 4491 1/min/m2(gal/min/ft2) 3866 (95)
Permittivity ASTM D 4491 Sec_1 1.2
PUMPED WATER FILTER BAG
SCALE: NOT TO SCALE
NOTES: 2"x2" HARDWOOD
1. ALL SILT FENCE SHALL BE PLACED ON THE CONTOUR (LEVEL) SO THAT WATER R STAKES
WILL NOT CONCENTRATE AT LOW POINTS IN THE FENCE AND SO THAT SMALL A0
SWALES OR DEPRESSIONS WHICH MAY CARRY SMALL CONCENTRATED FLOWS TO FILTER FABRIC
THE SILT FENCE ARE DISSIPATED ALONG ITS LENGTH. ANCHORED IN
2. ENDS OF THE FENCES SHALL BE BROUGHT UPSLOPE SLIGHTLY SO THAT TRENCH &
. NOTES: PONDED WATER WILL BE PREVENTED FROM FLOWING AROUND THE ENDS. ATTACHED TO
e 10 1. TEMPORARY CONCRETE WASHOUT WILL BE CONSTRUCTED AS SHOWN ABOVE GRADE WITH A 3. SILT FENCE SHALL BE PLACED ON THE FLATTEST AREA AVAILABLE. STAKES
MIN RECOMMENDED MINIMUM LENGTH AND MINIMUM WIDTH OF 10 FT. THE ACTUAL LAYOUT AND 4. WHERE POSSIBLE, VEGETATION SHALL BE PRESERVED FOR 5 (OR AS MUCH AS
LOCATION IS TO BE DETERMINED IN THE FIELD. POSSIBLE) UPSLOPE FROM THE SILT FENCE. IF VEGETATION IS REMOVED, IT
ORI ERERE SHALL BE REESTABLISHED WITHIN 7 DAYS OF INSTALLATION.
: - | STAKE on 2. THE CONCRETE WASHOUT SIGN SHALL BE INSTALLED WITH 30 FT OF THE TEMPORARY CONCRETE 5. THE SILT FENCE SHALL BE PLACED IN AN EXCAVATED OR SLICED TRENCH CUT
) | P H WASHOUT FACILITY. A MINIMUM OF 6" DEEP. THE TRENCH SHALL BE MADE WITH A TRENCHER,
| «B g CABLE LAYING MACHINE, SLICING MACHINE, OR OTHER SUITABLE DEVICE, WHICH
a o[- il . 3. THE WASHOUT SHALL BE LOCATED A MINIMUM OF 50 FT AWAY FROM THE STORM DRAIN INLETS. WILL ENSURE A UNIFORM TRENCH DEPTH.
: . ] 1/8" DIA. 4 6. THE SILT FENCE SHALL BE PLACED WITH THE STAKES ON THE DOWNSLOPE
T STEEL WIRE 4, PLASTIC LINING WILL BE FREE OF HOLES, TEARS, OR OTHER DEFECTS THAT COMPROMISE THE SIDE OF THE GEOTEXTILE. A MINIMUM OF 8" OF GEOTEXTILE MUST BE BELOW  COMPACTED
- - STAPLE DETAIL IMPERMEABILITY OF THE MATERIAL. THE GROUND SURFACE. EXCESS MATERIAL SHALL LAY ON THE BOTTOM OF THE  BACKFILL DOUBLE STAKES
- |/ . 6” DEEP TRENCH. THE TRENCH SHALL BE BACKFILLED AND COMPACTED. AT JOINTS
fely 8|3 a|® s 5. OPERATION: CHECK WASHOUTS DAILY TO DETERMINE IF THEY HAVE BEEN FILLED TO 75 PERCENT 7. SEAMS BETWEEN SECTIONS OF FILTER FABRIC SHALL BE SPLICED ONLY AT A
, g CAPACITY, WHICH IS WHEN MATERIALS NEED TO BE REMOVED. INSPECT DAILY TO ENSURE THAT SUPPORT STAKE. (SEE JOINT DETAIL)
/ \ STRAW BALE PLASTIC LININGS ARE INTACT AND SIDEWALLS HAVE NOT BEEN DAMAGED BY CONSTRUCTION 8. MAINTENANCE — SILT FENCE SHALL ALLOW RUNOFF TO PASS ONLY AS / :
10 MIL = (TYP) ACTIVITIES. PREFABRICATED WASHOUT CONTAINERS SHOULD BE INSPECTED DAILY AS WELL TO DIFFUSED FLOW THROUGH THE GEOTEXTILE. IF RUNOFF FLOWS OVER OR UNDER
PLASTIC LINING PLYWOOD ENSURE THE CONTAINER IS NOT LEAKING OR NEARING 75 PERCENT CAPACITY. INSPECTORS THE FABRIC OR AROUND THE FENCE ENDS, OR IN ANY OTHER WAY ALLOWS A |
48" x 24" PAINTED WHITE SHOULD ALSO NOTE WHETHER THE FACILITIES ARE BEING USED REGULARLY; IF DRIVERS HAVE CONCENTRATED FLOW DISCHARGE, ONE OF THE FOLLOWING SHALL BE | FILTER FABRIC
T ovormrel T~ BLACK LETTERS 6" HEIGHT WASHED OUT THEIR CHUTES OR HOPPERS IN OTHER LOCATIONS, YOU SHALL PROPERLY DISPOSE PERFORMED, AS APPROPRIATE: 1) THE LAYOUT OF THE FENCE SHALL BE NOTE:
Lw,\smi:f‘ .65 SAREE OF WASHED OUT MATERIALS; PROVIDE MORE EDUCATION, INSTALL ADDITIONAL SIGNAGE, OR PLACE CHANGED, 2) ACCUMULATED SEDIMENT SHALL BE REMOVED, OR 3) OTHER SILT FENCE THE USE OF STRAW
o ADDITIONAL WASHOUTS IN MORE CONVENIENT LOCATIONS. PRACTICES SHALL BE INSTALLED. SILT FENCE SHALL BE INSPECTED AFTER “JOINTS WATTLES HAS PROVEN T0
3 |~ WOOD POST 3"x 3" x 8" EACH RAINFALL EVENT AT A MINIMUM. e BE A VERSATILE AND
+ T 6. MATERIAL REMOVAL: 9. SEDIMENT DEPOSITS SHALL BE ROUTINELY REMOVED WHEN THE DEPOSIT EFFECTIVE ESC BMP,
9] | | 6.1. CONCRETE WASHOUTS ARE DESIGNED TO PROMOTE EVAPORATION WHERE FEASIBLE. HOWEVER, REACHES APPROXIMATELY ONE—HALF OF THE HEIGHT OF THE FENCE. FENCES ESPECIALLY IN RESIDENTIAL
CoNGRETE AR IF STORED LIQUIDS HAVE NOT EVAPORATED AND THE WASHOUT IS NEARING CAPACITY, SHALL BE INSPECTED AFTER EACH RAINFALL AND AT LEAST DALY DURING A e Ty P
SIGN DETAIL VACUUM AND DISPOSE IN AN APPROVED MANNER— CHECK WITH THE LOCAL SANITARY SEWER PROLONGED RAINFALL. THE LOCATION OF EXISTING SILT FENCE SHALL BE SILT FENGE IN. LINEAR
(OR EQUIVALENT) AUTHORITY TO DETERMINE IF THERE ARE SPECIAL DISPOSAL REQUIREMENTS FOR CONCRETE REVIEWED DAILY TO ENSURE ITS PROPER LOCATION AND EFFECTIVENESS. IF STAKE INSTALLATIONS
STAPLES WASHOUT WATER. REMOVE LIQUIDS OR COVER THE STRUCTURES BEFORE PREDICTED DAMAGED, THE FENCE SHALL BE REPAIRED IMMEDIATELY. \ '
@PERBALE) |  —10ML ~ BINDING WIRE RAINSTORMS TO PREVENT OVERFLOWS. COMPANIES THAT OFFER PREFABRICATED AND 10. SILT FENCE MATERIALS: p /FILTER FABRIC
f | PLASTICLINING | WATERTIGHT WASHOUT CONTAINERS GENERALLY OFFER A VACUUM SERVICE TO REMOVE THE STAKES — TO BE 2"x2” (NOMINAL) HARDWOOD OF SOUND QUALITY WITH A = ;
[ LIQUID MATERIAL. MINIMUM LENGTH OF 32". THEY SHALL BE FREE OF KNOTS, SPLITS OR OTHER % ; FLow
7 NOTES 6.2. YOU CAN REMOVE HARDENED SOLIDS WHOLE OR YOU CAN BREAK THEM UP FIRST DEPENDING IMPERFECTIONS, WHICH MAY WEAKEN THEM. THE MAXIMUM SPACING BETWEEN = ;
s SRR R ON THE TYPE OF EQUIPMENT AVAILABLE AT YOUR SITE. YOU CAN THEN REUSE THE SOLIDS POSTS SHALL BE 10’. POSTS SHALL BE DRIVEN A MINIMUM 16" INTO THE = '
1 ! e s ONSITE OR HAUL THEM AWAY FOR RECYCLING— CRUSHED CONCRETE MAKES EXCELLENT GROUND, WHERE POSSIBLE. IF NOT POSSIBLE, THE STAKES SHALL BE :
I Va : AGGREGATE FOR ROADBEDS AND OTHER BUILDING APPLICATIONS. CHECK WITH YOUR LOCAL ADEQUATELY SECURED TO PREVENT OVERTURNING OF THE FENCE DUE TO © 6"x6” TRENCH
\ woob orR—/ 5 THE CONCRETE WASHOUT RECYCLING AGENCY TO IDENTIFY OPPORTUNITIES FOR CONCRETE RECYCLING. SEDIMENT/WATER LOADING. T aw
“g‘gT'}ng"gf}TE“'AL © METAL STAKES SIGN SHALL BE INSTALLED 6.3. WHEN YOU REMOVE MATERIALS FROM THE CONCRETE WASHOUT, BUILD A NEW STRUCTURE, OR FILTER FABRIC — PER CMSC ITEM 712.09 TYPE C
( (2 PER BALE) WITHIN 30 FT. OF THE IF THE PREVIOUS STRUCTURE IS STILL INTACT, INSPECT THE WHOLE STRUCTURE FOR SIGNS OF SECTION
SECTION B-B TEMPORARY CONCRETE WEAKNESS OR DAMAGE AND MAKE ANY NECESSARY REPAIRS. LINE THE STRUCTURES WITH =
NOT TO SCALE WASHOUT FACILITY. NEW PLASTIC THAT IS FREE OF HOLES OR TEARS AND REPLACE SIGNAGE IF NECESSARY. IT IS SILT FENCE
VERY IMPORTANT THAT NEW PLASTIC IS USED AFTER EVERY CLEANING BECAUSE PUMPS AND NOT TO SCALE
CONCRETE REMOVAL EQUIPMENT CAN DAMAGE THE EXISTING LINER.
TEMPORARY CONCRETE WASHOUT PIT (ABOVE GRADE)
SCALE: NOT TO SCALE
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